EXPANDED CLAY
Material Safety Data Sheet    


 Lightweight Aggregate (all fractions)

Revised 06 February 2008.

1. Identification of the Preparation/Su tier Reference

PR No.
: Not required

Trade names
: Fibo klinker, Optiroc, Maxit, Arlita Hydroleca

Manufacturer
: Maxit Building Products Ltd. 

Area of application 

: The product is applied as aggregate in lightweight aggregate concrete, as floor insulation and in plant cultivation

2. Composition / Information on Ingredients
Chemical name
: Crystalline Silicium Dioxide
Percentage by weight  
 
: 0-6
CAS No
 
: 114808-60-7

Einecs No
 

: 238-878-4

Hazard classification

: 
Comment 
  
: Respirable quartz fraction < 0.2%

3. Health Hazard Identification 

The product is not classified as hazardous.
Prolonged and repeated daily inhalation of large quantities of dust from materials containing quartz involves the risk of pulmonary silicosis and lung cancer.

4. First Aid Measures

Inhalation
: Fresh air

Skin
: Not relevant

Eyes

: Irrigate the widely open eye with plenty of water. Seek medical assistance if irritation persists.

Ingestion
: Not relevant

5. Fire Fighting Measures 
The product is non flammable.

6. Accidental Release Measures

 No special measures required... See items 7 and. 8.
7. Handling and Storage 
Rough handling of. Expanded Clay may cause dust.
In the case of an unacceptably high dust level, the expanded clay should be watered, ventilation should be provided or the work process should be changed. Appropriate watering in particular will limit dust formation considerably.

If it is not possible to reduce the dust concentration to an acceptable level, respiratory protective equipment should be worn. See item 8.

There are no special requirements as to storage.
 Fire Hazard Class: -

8. Exposure Control / Personal Protection

 Limits of ingredients subject to declaration according to WES Instruction No. C.2.1, 2442:
Quartz, respirable
: 0.1 mglm3
Quartz, total
: 0.3 mg&

Mineral dust, inert, respirable
: 5 mg/m3
Mineral dust, inert
: 10 mg/m3
Compliance of limits is subject to control by means of occupational hygienic measurements. The following personal protection measures are suggested if necessary:

Respiratory protective equipment: Rubber half-mask/P2 filters.

9. Physical and Chemical Properties

Appearance
:- Lightweight aggregate, brown

Odour
:-

pH (1% in water)
:-

Boiling point
:-

Melting point
:- 

Vapour pressure (20 °C)
:-

Bulk density
:-

Solubility in water
:-

Distribution ratio, n-octanol / water
:-

Flash point

:- 

Temperature of  spontaneous ignition
:-

Explosion limits
:-

Viscosity

:-

Others

:-

-: means no data or not relevant

10. Stability and Reactivity 

   Stable.

11. Toxicological Information, 
Inhalation
Inhalation of dust from the lightweight aggregate may cause irritation to the nose, throat and respiratory tract Prolonged and repeated daily inhalation of large quantities of dust from materials containing quartz involves the risk of pulmonary silicosis and lung cancer

Skin   


No contact

Eyes


May irritate the eyes

Ingestion


Not relevant

12. Ecological Information 

Hazards to water environment : Not relevant 

Hazards to other ecosystems : None

13. Disposal Considerations.
Dispose of as construction waste.
EAK code: 01 04 08

14. Transport Information 

This product is not classified as hazardous for transport according to international rules on transport of hazardous goods.  (IMDG, IATA, ARD/RID),

15. Regulatory Information

UK Health and Safety At Work Act 1974

UK Environmental Protection Act 1990

HSE Guidance Note EH26(Occupational Skin Diseases - Health and Safety Precautions)
HSE Guidance Note EH40 - occupational exposure limits. 

UK Control of Substances Hazardous to Health Regulations 1988

ILO data sheet ICSC 1141

16.  Other Information

Comment : The executive order mentioned in item 15 only applies to the handling of lightweight aggregate / lightweight aggregate dust with a content of respirable quartz in excess of 2%

Elaboration : This material safety data sheet is elaborated by Tom Christensen, Maxit Denmark

